REO'D: SIGNAGE PANELS FURNISHED/INSTALLED BY OWNER

NOTE:
1. PRIOR TO INSTALLING CAP, SPRAY UNDERSIDE OF CAP WITH "COLD GALVANIZED PAINT".
2. PRIOR TO INSTALLING POLES, POLES SHALL BE COMPLETELY COATED WITH ONE (1) COAT PRIMER AND ONE (1) COAT OF FINISH ENAMEL PAINT.

REO'D: STEEL DOMED WELD-ON CAP WITH SQUARE HOLE FOR 2" SQ. TUBE, CAULK AROUND TUBE AND PAINT WITH TWO COATS OF RUSTPROOF BLACK PAINT

REO'D: 8" DIA. STEEL PIPE, SENDED, PRIMED, AND PAINTED WITH TWO COATS OF RUSTPROOF BLACK PAINT

3/4"-10X4" SOCKET SET SCREW - QUANTITY 4 AT 90 DEGREE INTERVALS. (PIPE MUST BE DRILLED AND TAPPED - NO OBSTRUCTION OUTSIDE OF PIPE ALLOWED)

ASPHALT PAVING

24" SQ. CONC. COLLAR, 6" THICK
WITH TOP SLOPE OF APPROX. 2% AWAY FROM PIPE
REO'D: 1/4" CAULK JOINT
REO'D: ENCASE 8" STEEL IN 3000 PSI CONCRETE, 18" MIN. DIA.
REO'D: FILL BOTTOM 2"-2" OF BOLLARD WITH 3000 PSI CONCRETE
*NOTE: PAINT TUBE PIPE WITH ONE COAT OF PRIMER AND ONE FINISH COAT PRIOR TO EMBLEMS.

SEE PLAN SHEETS FOR BOLLARD LOCATIONS

(TYPICAL SECTION)

EDGE OF CONC. WALK AT PARKING SPACE

24" SQ. CONC. COLLAR, 6" THICK
REO'D: 8" DIA. STEEL PIPE, SENDED, PRIMED, AND PAINTED WITH TWO TWO COATS OF RUSTPROOF BLACK PAINT

(COLLAR PLAN)

H.C. SIGN INSTALLATION IN 8" BOLLARD